
Environmental Lights IES Test Report

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

AVERAGE AND CENTER E Figure

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

1.50m
78.74cm1713.35lx 2324.96lx

2.00m
104.99cm963.76lx 1307.79lx

4.00m
209.99cm240.94lx 326.95lx

4.50m
236.23cm190.37lx 258.33lx

6.00m
314.98cm107.08lx 145.31lx

Height AVR E CENTER E Diameter

Angle:29.4deg

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

ZONAL FLUX DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

 g
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

4420 4369 4444 4392 2957 2852 3153 3061 425.2 425.2

1630 1932 2458 2544 959.1 577.9 927.1 834.3 698.3 1124

442.0 486.7 595.5 776.1 195.4 142.6 158.4 202.6 386.2 1510

104.4 110.0 140.0 130.6 47.61 43.52 41.66 50.56 126.5 1636

35.71 34.11 36.41 30.65 19.39 19.32 16.63 24.63 37.58 1674

18.68 16.44 14.91 16.06 12.41 9.536 3.584 11.84 17.15 1691

9.728 5.184 3.968 6.848 5.696 2.240 1.024 2.368 8.157 1699

3.904 1.280 1.728 1.472 1.408 1.216 0.640 1.216 3.067 1702

1.472 1.024 1.280 1.024 0.768 1.024 0.704 1.024 1.345 1704

1.600 1.280 1.344 1.344 0.960 1.024 0.832 1.088 1.204 1705

2.752 1.920 1.664 2.176 1.408 1.344 1.280 1.472 1.494 1706

6.656 4.736 3.968 5.184 2.560 2.432 2.496 2.880 2.609 1709

15.23 13.24 12.54 14.08 5.248 5.312 5.696 5.888 5.759 1715

27.13 27.00 29.05 27.64 9.024 9.984 10.56 10.24 10.89 1726

38.91 38.72 37.50 38.84 12.54 13.88 14.91 14.01 14.24 1740

44.03 38.52 32.76 38.97 14.33 15.16 16.06 15.42 12.49 1752

33.66 26.75 22.65 29.24 16.06 15.23 15.87 15.93 7.017 1759

21.44 18.04 17.08 20.09 21.24 18.04 16.95 20.09 1.960 1761

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON

Page 3 Of 15



Environmental Lights IES Test Report

LUMINANCE LIMITATION CURVES

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

45

55

65

75

85
G(DEG)

8 1000 2 3 4 5 6 8 10000 2 3 4 1

2

3

4

6
8

a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/m2

G(DEG) C0/180 C90/270

85   220   169

80   225   100

75   287    96

70   284   116

65   306   170

60   374   298

55   431   420

50   556   567

45   776   835

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

ISOCANDELA DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

ISOLUX DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

 6.64m

 4.43m

4.43m

 2.21m

 0.00m

0.00m

 2.21m

 4.43m

4.43m

 6.64m

MOUNTING HEIGHT: 10.0m

 10% 5.272lx

 20% 10.54lx

 30% 15.81lx

 40% 21.09lx

 50% 26.36lx

 60% 31.63lx

 70% 36.90lx

 80% 42.18lx

 90% 47.45lx

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

AREA LUMINOUS FLUX

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

AREA FLUX DIAGRAM   t   a

  t
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0.10 0.13 0.18 0.24 0.33 0.43 0.56 0.67 0.74 0.74 0.66 0.55 0.44 0.34 0.26 0.20 0.15 0.12

0.12 0.17 0.25 0.39 0.62 0.92 1.27 1.57 1.72 1.68 1.45 1.14 0.83 0.58 0.40 0.28 0.20 0.14

0.14 0.22 0.39 0.73 1.30 2.05 2.79 3.32 3.51 3.35 2.91 2.28 1.61 1.04 0.64 0.40 0.26 0.18

0.17 0.29 0.61 1.36 2.60 4.05 5.51 6.83 7.51 7.16 5.88 4.27 2.88 1.79 1.05 0.60 0.35 0.22

0.20 0.40 0.94 2.17 4.45 7.41 10.4 13.0 14.4 13.8 11.3 8.10 5.10 2.95 1.66 0.90 0.47 0.27

0.23 0.50 1.27 2.98 6.26 11.4 16.6 20.5 22.8 22.0 18.2 13.1 8.17 4.63 2.46 1.26 0.62 0.32

0.25 0.59 1.47 3.46 7.41 13.9 22.1 27.8 30.2 29.7 25.5 18.7 11.7 6.44 3.31 1.66 0.78 0.38

0.25 0.58 1.44 3.40 7.41 14.2 23.3 31.6 35.9 36.1 31.7 23.7 14.8 8.00 4.01 1.98 0.92 0.42

0.23 0.49 1.14 2.67 6.02 12.1 20.4 29.7 37.9 40.0 35.9 26.7 16.3 8.70 4.31 2.14 1.00 0.45

0.21 0.41 0.89 2.01 4.54 9.47 16.9 25.8 34.3 36.6 32.5 24.0 14.7 7.92 4.00 2.02 0.96 0.43

0.20 0.38 0.78 1.66 3.51 7.00 12.9 20.3 27.3 28.1 22.4 16.4 10.5 6.00 3.20 1.66 0.80 0.38

0.18 0.32 0.62 1.22 2.39 4.23 7.69 12.8 17.3 17.7 13.9 9.53 6.45 4.00 2.28 1.23 0.62 0.32

0.16 0.26 0.46 0.84 1.51 2.47 4.19 7.00 9.39 9.70 7.93 5.50 3.63 2.42 1.47 0.84 0.46 0.26

0.14 0.21 0.34 0.55 0.90 1.48 2.39 3.58 4.68 4.89 4.12 3.03 2.03 1.30 0.86 0.54 0.33 0.21

0.12 0.17 0.25 0.38 0.55 0.83 1.20 1.66 2.03 2.12 1.89 1.47 1.05 0.69 0.49 0.35 0.24 0.18

0.10 0.14 0.19 0.26 0.36 0.47 0.61 0.76 0.85 0.88 0.83 0.70 0.55 0.41 0.31 0.24 0.19 0.14

0.09 0.11 0.14 0.19 0.24 0.30 0.35 0.40 0.42 0.43 0.42 0.39 0.33 0.27 0.22 0.18 0.15 0.12

0.07 0.09 0.11 0.14 0.17 0.20 0.23 0.26 0.27 0.27 0.27 0.25 0.23 0.20 0.17 0.14 0.12 0.09
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

WEC AND CCEC

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

Uncorrected UGR Table

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

  4.3   5.2  5.1   6.0  4.6   5.5  5.3   6.2  5.5   6.4

  4.5   5.1  5.2   5.8  4.8   5.4  5.5   6.1  5.7   6.3

  4.7   5.1  5.3   5.7  5.0   5.4  5.6   6.0  5.9   6.3

  4.7   5.0  5.3   5.6  5.0   5.3  5.6   5.9  5.9   6.2

  4.7   5.0  5.3   5.6  5.0   5.3  5.6   5.9  5.9   6.2

  4.7   4.9  5.3   5.5  5.1   5.3  5.6   5.8  5.9   6.2

  4.3   5.1  4.9   5.8  4.6   5.4  5.2   6.0  5.5   6.3

  4.5   5.0  5.1   5.6  4.9   5.4  5.4   5.9  5.7   6.3

  4.7   5.0  5.2   5.5  5.1   5.4  5.5   5.8  5.9   6.2

  4.7   4.9  5.2   5.4  5.2   5.3  5.6   5.7  6.0   6.1

  4.7   4.9  5.2   5.3  5.2   5.3  5.6   5.7  6.0   6.1

  4.8   4.9  5.2   5.2  5.2   5.3  5.6   5.7  6.0   6.1

  4.5   4.8  5.0   5.3  5.0   5.3  5.4   5.7  5.8   6.1

  4.6   4.8  5.0   5.1  5.1   5.2  5.4   5.6  5.9   6.0

  4.6   4.7  5.0   5.1  5.1   5.2  5.4   5.5  5.9   6.0

  4.7   4.8  5.0   5.0  5.2   5.3  5.5   5.5  6.0   6.1

  4.5   4.8  4.9   5.2  4.9   5.2  5.3   5.6  5.7   6.0

  4.6   4.7  4.9   5.0  5.1   5.2  5.4   5.5  5.9   6.0

  4.6   4.7  4.9   5.0  5.1   5.2  5.4   5.5  5.9   6.0

Variations with the observer position at spacings:

S = 1.0H + 1.5 / - 1.8 + 2.8 / - 3.9

    1.5H + 2.8 / - 1.7 + 4.6 / - 3.2

    2.0H + 2.4 / - 1.5 + 3.4 / - 3.3

CIE Pub.117 Corrected 1761 lm Total Lamp Luminous Flux.(8log(F/F0) = 2.0)

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

UTILIZATION FACTORS TABLE

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX       UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 87 81 77 87 81 77 86 80 77 73

0.80 94 89 85 94 88 85 92 87 84 80

1.00 99 93 90 98 93 89 96 92 88 84

1.25 102 97 94 101 97 93 99 95 92 88

1.50 105 100 97 104 100 96 101 98 95 90

2.00 108 104 100 106 102 99 103 100 98 92

2.50 109 106 103 108 104 102 104 101 99 93

3.00 111 108 105 109 106 103 105 103 101 94

4.00 113 110 108 111 108 106 106 105 103 95

5.00 114 112 110 112 110 108 107 106 105 96

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

ISOCANDELA DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

30330 60300 90270 C0

g 0

180

10

170

20

160

30

150

40

140

50

130

60

120

70

110

80

100

90

HOUSE SIDE STREET SIDE

UNIT:cd

Imax=100%   5339

 5%    267

10%    534

20%   1068

30%   1602

40%   2136

50%   2670

60%   3203

70%   3737

80%   4271

90%   4805

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

ISOLUX DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01
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STREETLIGHT COEFFICIENT OF UTILIZATION CURVECU(%)

TILT ANGLE
 0.0(DEG)
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

ISOCANDELA DIAGRAM

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

C0 C15
C30

C45

C60

C75

C90

C105

C120

C135

C150
C165C180C195

C210

C225

C240

C255
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C285

C300

C315

C330
C345

Max @   = 5.0DEGgHOUSE SIDE STREET SIDE

0

1100

2200

3300

4400

5500

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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Environmental Lights IES Test Report

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: EL-RP20210722-5

MANUFACTURER: Environmental Lights

Address: 11235 West Bernardo Court Suite 102 San Diego CA U.S.A

NAME: LED WALL WASHER TYPE: 18X10W RGBWY/UV WEIGHT: 

SPECIFICATION: 18X10W Only White Amber ON DIMENSION: SERIAL No.: 01

  (DEG)g

C(DEG)

UNIT: cd

0

0.0 5231

5.0 5312

10.0 4420

15.0 2888

20.0 1630

25.0 830

30.0 442

35.0 229

40.0 104

45.0 54.8

50.0 35.7

55.0 24.7

60.0 18.6

65.0 12.9

70.0 9.72

75.0 7.42

80.0 3.90

85.0 1.92

90.0 1.47

95.0 1.47

100.0 1.60

105.0 1.98

110.0 2.75

115.0 4.22

120.0 6.65

125.0 10.2

130.0 15.2

135.0 20.9

140.0 27.1

145.0 33.2

150.0 38.9

155.0 43.0

160.0 44.0

165.0 40.4

170.0 33.6

175.0 26.5

180.0 21.4

45

5191

5339

4369

3180

1932

1026

487

234

110

57.1

34.1

23.2

16.4

11.5

5.18

2.11

1.28

1.08

1.02

1.15

1.28

1.47

1.92

2.81

4.73

8.06

13.2

19.8

27.0

33.8

38.7

40.3

38.5

33.1

26.7

21.3

18.0

90

5174

5243

4444

3623

2458

1386

596

320

140

59.0

36.4

24.0

14.9

7.16

3.96

2.49

1.72

1.47

1.28

1.28

1.34

1.40

1.66

2.30

3.96

7.04

12.5

20.4

29.0

35.2

37.5

36.2

32.7

27.7

22.6

19.0

17.0

135

5160

5136

4392

3671

2544

1523

776

350

131

54.5

30.6

20.7

16.0

12.0

6.84

2.56

1.47

1.15

1.02

1.15

1.34

1.60

2.17

3.20

5.18

8.70

14.0

20.7

27.6

33.9

38.8

40.8

38.9

34.6

29.2

24.1

20.0

180

5231

4143

2957

1862

959

433

195

92.4

47.6

28.3

19.3

15.6

12.4

8.19

5.69

3.26

1.40

0.77

0.77

0.83

0.96

1.08

1.40

1.79

2.56

3.64

5.24

7.16

9.02

10.8

12.5

13.6

14.3

14.9

16.0

18.1

21.2

225

5191

4266

2852

1487

578

299

143

73.5

43.5

27.3

19.3

14.4

9.53

3.84

2.24

1.40

1.21

1.02

1.02

1.02

1.02

1.15

1.34

1.72

2.43

3.64

5.31

7.55

9.98

12.1

13.8

14.8

15.1

15.1

15.2

16.0

18.0

270

5174

4632

3153

1725

927

404

158

70.3

41.6

29.2

16.6

6.84

3.58

1.92

1.02

0.83

0.64

0.64

0.70

0.77

0.83

0.96

1.28

1.72

2.49

3.84

5.69

8.00

10.5

12.9

14.9

15.8

16.0

15.8

15.8

16.2

16.9

315

5160

4586

3061

1675

834

435

203

92.0

50.5

33.0

24.6

17.7

11.8

4.22

2.36

1.47

1.21

1.08

1.02

1.08

1.08

1.21

1.47

1.98

2.88

4.16

5.88

8.00

10.2

12.3

14.0

15.0

15.4

15.5

15.9

17.4

20.0

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.000 mOperators:RD
Test Date:07-22-2021 Remarks: 18X10W Only White Amber ON
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