
Product Number DMX-4-20K-8A-GC

PRODUCT FEATURES

REGULATORY

• 20kHz output
• RDM-enabled 
• Stand-alone self-test mode 
• RJ-45 and terminal block data in/out

• ETL Recognized, CE, RoHS, FCC 
• Warranty: 5 Years Limited

IDEAL APPLICATION

Any application that requires conversion of DMX to PWM signals for driving 
LEDs. Ideal for TV shows, movies, or any scenario using high-speed iris 
cameras.

Output Channels

TECHNICAL SPECIFICATIONS, TOLERANCES

The 4 Channel RDM enabled DMX Decoder is a robust digital decoder/
dimmer that delivers smooth, flicker-free performance with a 20kHz 
output frequency. This ETL Recognized model provides 4 output chan-
nels with a maximum of 8 amps per channel.It accepts DMX input from 
any standard console or controller and decodes the signal to drive up to 
4-channel RGBW lights. Addressing is done either manually using the dip 
switch or remotely via RDM mode.

PRODUCT DESCRIPTION

Output Voltage 12 or 24 DC

12 or 24 DC

5.51 in (140 mm)

IP20

4 CH

384 or 768 Watts

1.02 in (26 mm)

5 Years Limited

ETL Recognized CE, RoHS, FCC

20,000 Hz

1.97 in (50 mm)Width

Height

Warranty

Regulatory

PWM Frequency

Voltage

Length

Power

IP Rating

Country of Origin: Vietnam

4 Channel RDM Enabled DMX Decoder - 8A 
per Channel - VN
DMX-4-20K-8A-GC
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MECHANICAL SPECIFICATIONS

DMX-4-20K-8A-GC

TOP VIEW

SIDE VIEW
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