Environmental

Lights™ Product Manual

4 Channel RDM Enabled DMX Decoder - 8A per Channel - VN
Part number: DMX-4-20K-8A-GC

Summary

The 4 Channel RDM enabted DMIXT ferisarot figitatd fer/dimmer that detivers smooth, flicker-free
performance with a 20kHz output frequency. This ETL Recognized model provides 4 output channels with a
maximum of 8 amps per channel.

It accepts DMX input from any standard console or controller and decodes the signal to drive up to

4-channel RGBW lights. Addressing is done either manually using the dip switch or remotely via RDM mode.

Key Features

e 20kHz output
e RDM-enabled
e ETL Recognized

Applications

Any application that requires conversion of DMX to PWM signals for driving LEDs. Ideal for TV shows, movies, or any
scenario using high-speed iris cameras.
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Wiring Diagram
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DIP Switch Settings

DIP1 | DIP2 [DIP3 | DIP4 | DIPS | DIP6 | DIP7| DIP8 | DIPS | DIP10
OFF] 0 0 0 0 0 0 0 0 0 NA
ON | 1 2 4 8 | 16 | 32 | 64 | 128 | 256 | FUN

The table shown above lists the DIP switch sums in order to set the address of the first channel on the decoder.

NOTE: The switch is set to the ON position when set to the down position. DIP switch 10 is the self-test mode and will
output a RGBW gradient

When the address is set to 0, the decoder defaults to RDM mode where the starting address can be set by an RDM
enabled controller. DIP switches will override any RDM settings when they are set to any number other than 0.
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